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Reading Diagrams

Automated Warehousing

Automated Shop Floor

Picking System

DIMENSIONS

WEIGHT
OPERATING TEMPERATURE
STORAGE TEMPERATURE
HUMIDITY
VIBRATION RESISTANCE
SHOCK RESISTANCE
CASE MATERIAL
PROTECTION CLASS
LIGHT SOURCE
AMBIENT LIGHT REJECTION
SCANNING SPEED
RESOLUTION
READING DISTANCE
DEPTH OF FIELD
APERTURE ANGLE
READABLE CODES

MULTILABEL READING
COMMUNICATION INTERFACES

CONNECTIVITY MODES
DIGITAL INPUTS
DIGITAL OUTPUTS
DEVICE PROGRAMMING

OPERATING MODES
USER INTERFACE

DISPLAY
LASER CLASSIFICATION
LASER CONTROL
MOTOR CONTROL
POWER SUPPLY:
POWER CONSUMPTION:

DS4800-1000 F = 30 cm / 11.81 in (Near) DS4800-1000 F = 40 cm / 15.75 in (Medium) DS4800-1000 F = 60 cm / 23.62 in (Far)

101 x 85 x 42 mm 117 x 123 x 48 mm 101 x 85 x 42 mm
(3.97 x 3.33 x 1.65 in) (4.60 x 4.84 x 1.89 in) (3.97 x 3.33 x 1.65 in)
570 gr. (20.11 oz.) 780 gr. (27.9 oz.) 580 g (20.5 oz)
0 to 50 °C (32 to 122 °F)  0 to 50 °C (32 to 122 °F) -35 to +50 °C (-31 to +122 °F) 
-20 to 70 °C (-4 to 158 °F) -20 to 70 °C (-4 to 158 °F) -35 to +70 °C (-31 to +158 °F)
90% non condensing
IEC 68-2-6 test FC 1.5mm; 10 to 55 Hz; 2 hours on each axis
IEC 68-2-27 test EA 30 G; 11 ms; 3 shocks on each axis
Aluminum
IP65
Visible laser diode (630 to 680 nm)
30000 LUX
600 to 1000 scan/s
Up to 0.20 mm (8 mils)
Up to 1000 mm on 0.50 mm (20 mils) barcodes
Up to 600 mm on 0.50 mm (20 mils) barcodes
50 degrees
Code 2/5, Code39, Code93, Code128, EAN/UPC, EAN128,
Codabar, Pharmacode, Plessey, ISBT128
Up to 10 different symbologies during the same reading phase
Main port RS232/RS422/RS485 up to 115.2 Kbit/s
Auxiliary port RS232 up to 115.2 kbps / ID-NET™ port up to 1 Mbps
Pass Through, Master/Slave, Multiplexer
Two SW programmable, optocoupled, NPN/PNP
Two SW programmable, event driven, optocoupled
X-PRESS™ Human Machine Interface / Windows™ based SW (Genius™) via serial link
Serial Host Mode Programming sequences
‘On-line’, ‘Serial On-line’, ‘Automatic’, ‘Continuous’, ‘Test’, ‘Verifier’
X-PRESS™ Human Machine Interface
Programmable Push Button, LEDs (Status, Com, Trigger, Good, Ready, Power On)
16 x 2 characters
IEC 825-1 Class2; CDRH Class II
Safety system to turn laser off in cases of motor slowdown or failure
Motor On/Off command string and Motor Speed SW programmable
10 - 30 VDC  10 - 30 VDC  24 VDC ±10%
6 W  7.5 W  28.8 W

DS4800-1000 DS4800-1100 DS4800-1005

Models
Order No. Description
931061318
931061321
931061322

 DS4800-1000 ADJ FOCUS, LINEAR
DS4800-1100 ADJ FOCUS, OSCILLATING MIRROR
DS4800-1005 ADJ FOCUS, LINEAR, SUBZERO

Accessories
Order No.

 
Description

93ACC1785
93ACC1867
93ACC1837
93ACC1838

 
 

Technical Data

GFC-40 105 DEGREES MIRROR DS4800
GFC-400 ADJ MIRROR CONTACT READING
BK-4000 L-SHAPE BRACKET (5 PCS)
BK-4001 U-SHAPE BRACKET (5 PCS)
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